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CUSTOM FLUSHING CABINET

DIESEL FUEL LINES

THE CHALLENGE:

THE SOLUTION:

 Steel and �ber particlesContamination:

Maximum of 2 particles between 200-300 Microns -I.D. onlyCleaning Expectations:

 100% DryDrying Expectations:

Part Acceptance Method:

Production:

Loading / Unloading:

Preceding / Succeeding Ops:

Footprint Constraints:

Standard millipore procedure

120 parts per hour

Manual

Crimping/Shipping

As small as possible

Custom �xturized �ushing cabinetEquipment:

Wash & drySequence:

Heated blow-o�Cleaning Mechansims:

Drying Mechansim: High volume �ush- lines �ushed in both directions

Ransohoff 
(800) 248-9274
4933 Provident Drive
Cincinnati, OH 45246

Blackstone-NEY Ultrasonics
(800) 766-6606
P.O. Box 220
9 N. Main St.
Jamestown, NY 14702-0220

CTG Asia 
(86)0512-66161698
56 Songshan Road 
Suzhou New District
Jiangsu Province, China 
PRC: 215151

 CUSTOM

Features:

www.ctgclean.com

Actual Footprint: 6’ Long x 5’ Wide

Custom part holding �xtures, bag & cartridge solution �ltration,

bi-directional �ow


